Cold water high-pressure cleaners single-phase units 230V 50Hz
	Typ
	Waterflow- rate:
	Pump pressure:
	Max. water
feed temp.:
	Connected load:
	Weight:
	Dimensions
LxWxH:

	HD 500 S PLUS
	500 l/h
	10-110 bar
	60 °C
	2,2 kW
	16,0 kg
	388 x 312 x 728 mm

	HD 525 S
	500 l/h
	10-110 bar
	60 °C
	2.2 kW
	15.0 kg
	284 x 225 x 508 mm

	HD 600
	150-600 l/h
	10-130 bar
	60 °C
	3.3 kW
	37.0 kg
	415 x 386 x 965 mm

	HD 640 S
	550 l/h
	10-130 bar
	60 °C
	3.0 kW
	22.5 kg
	350 x 330 x 900 mm

	HD 640 S Plus
	550 l/h
	10-110 bar
	60 °C
	3.0 kW
	22.5 kg
	388 x 312 x 728 mm

	HD 650
	180-550 l/h
	20-150 bar
	60 °C
	3.1 kW
	26.5 kg
	400 x 340 x 900 mm

	HD 650 SX
	180-550 l/h
	20-150 bar
	60 °C
	3,1 kW
	35,5 kg
	400 x 340 x 900 mm

	HD 650 Plus
	180-550 l/h
	20-150 bar
	60 °C
	3.1 kW
	26.5 kg
	400 x 340 x 900 mm

	HD 650 SX Plus
	180-550 l/h
	20-150 bar
	60 °C
	3.1 kW
	35.5 kg
	400 x 340 x 900 mm

	HD 658
	150-470 l/h
	20-170 bar
	60 °C
	3.1 kW
	26.5 kg
	400 x 340 x 900 mm

	HD 855 S
	150-550 l/h
	10-155 bar
	60 °C
	3.4 kW
	37.0 kg
	415 x 386 x 965 mm

	HD 855 SX
	150-550 l/h
	10-155 bar
	60 °C
	3.4 kW
	47.0 kg
	415 x 386 x 965 mm


	




Cold water high-pressure cleaners three-phase units 400V 50Hz
	Typ
	Waterflowrate:
	Pump pressure:
	Max. water
feed temp.:
	Connected load:
	Weight:
	Dimensions
LxWxH:

	HD 690
	240-700 l/h
	20-160 bar
	60 °C
	4.7 kW
	26.5 kg
	400 x 340 x 900 mm

	HD 690 SX
	240-700 l/h
	20-175 bar
	60 °C
	4.7 kW
	35.5 kg
	400 x 340 x 900 mm

	HD 690 Plus
	240-700 l/h
	20-175 bar
	60 °C
	4.7 kW
	26.5 kg
	400 x 340 x 900 mm

	HD 690 SX Plus
	240-700 l/h
	20-175 bar
	60 °C
	4.7 kW
	35.5 kg
	400 x 340 x 900 mm

	HD 895 S
	150-850 l/h
	10-195 bar
	60 °C
	6.5 kW
	37.0 kg
	415 x 386 x 965 mm

	HD 895 SX
	150-850 l/h
	10-195 bar
	60 °C
	6.5 kW
	47.0 kg
	415 x 386 x 965 mm

	HD 895 S Plus
	150-890 l/h
	10-195 bar
	60 °C
	6.5 kW
	37.0 kg
	415 x 386 x 965 mm

	HD 895 SX Plus
	150-890 l/h
	10-195 bar
	60 °C
	6.5 kW
	47.0 kg
	415 x 386 x 965 mm

	HD 1090
	300-900 l/h
	10-230 bar
	60 °C
	8.4 kW
	55.0 kg
	503 x 490 x 942 mm

	HD 1090 PLUS
	300-960 l/h
	10-230 bar
	60 °C
	8,4 kW
	55,0 kg
	503 x 490 x 942 mm

	HD 1090 SX
	300-900 l/h
	10-230 bar
	60 °C
	8.4 kW
	65.0 kg
	503 x 490 x 1070 mm

	HD 1090 SX Plus
	300-960 l/h
	10-230 bar
	60 °C
	8.4 kW
	65.0 kg
	503 x 490 x 1070 mm

	HD 1290 S
	500-1200 l/h
	20-170 bar
	60 °C
	8.4 kW
	55.0 kg
	503 x 500 x 942 mm

	HD 1290 SX
	500-1200 l/h
	20-170 bar
	60 °C
	8.4 kW
	67.0 kg
	503 x 500 x 1070 mm

	HD 2000 Super
	500-1800 l/h
	10-180 bar
	60 °C
	13.4 kW
	130.0 kg
	1020 x 760 x 1000 mm


	




Cold water high-pressure cleaners special-purpose units 400V 50Hz
	Typ
	Waterflowrate:
	Pump pressure:
	Max. water feed temp.:
	Connected load:
	Weight:
	Dimensions
LxWxH:

	HD 1000 SEi ex
	200-980 l/h
	10-110 bar
	20 °C
	4.3 kW
	56.0 kg
	1045 x 500 x 825 mm


	




Cold water high-pressure cleaners with internal combustion petrol engine
	Typ
	Water- flowrate:
	Pump pressure:
	Max. temp.:
	Engine Make:
	Weight:
	Dimensions
LxWxH:

	HD 728 B
	650 l/h
	150 bar
	60 °C
	4.0/5.5 Honda kW/hp
	28.0 kg
	570 x 434 x 430 mm

	HD 801 B
	650 l/h
	150 bar
	60 °C
	4.0/5.5 Honda kW/hp
	34 kg
	1044 x 542 x 662 mm

	HD 801 B Cage
	650 l/h
	150 bar
	60 °C
	4.0/5.5 Honda kW/hp
	34.0 kg
	660 x 680 x 745 mm

	HD 830 B
	600 l/h
	160 bar
	60 °C
	3.7/5.0 Honda kW/hp
	32.0 kg
	800 x 600 x 910 mm

	HD 1040 B
	200-850 l/h
	10-210 bar
	60 °C
	8.0/11.0 Honda kW/hp
	60 kg
	1044 x 582 x 670 mm

	HD 1040 B Cage
	200-850 l/h
	10-210 bar
	60 °C
	8.0/11.0 Honda kW/hp
	75.0 kg
	975 x 790 x 870 mm

	HD 1050 B
	400-930 l/h
	40-230 bar
	60 °C
	9,75/13,0 Honda kW/hp
	66 kg
	1044 x 549 x 662 mm

	HD 1050 B Cage
	400-930 l/h
	40-230 bar
	60 °C
	9.75/13.0 Honda kW/hp
	77.0 kg
	975 x 790 x 870 mm


	




Cold water high-pressure cleaners with internal combustion Diesel engine
	Typ
	Pump pressure:
	Water- flowrate:
	Max. temp.:
	Engine Make:
	Weight:
	Dimensions
LxWxH:

	HD 1050 DE
	400-930 bar
	40-230 l/h
	60 °C
	6,6/9 Yanmar kW/hp
	103 kg
	1050 x 540 x 720 mm

	HD 1050 DE Cage
	400-930 bar
	40-230 l/h
	60 °C
	6.6/9.0 Yanmar kW/hp
	122.0 kg
	975 x 790 x 870 mm


	




Hot water high-pressure cleaners single-phase units 230V 50Hz
	Typ
	Water- flowrate:
	Pump pressure:
	Max. temp.,
feed 12°C:
	Consumpt.
light fuel oil:
	Connected
load:
	Tank
capacity fuel:
	Tank capacity
detergent:
	Weight:
	Dimensions
LxWxH:

	HDS 450 Ci
	500 l/h
	100 bar
	80 °C
	2.7 kg/h
	2.2 kW
	15 l
	- l
	84 kg
	935 x 600 x 730 mm

	HDS 501 C
	500 l/h
	100 bar
	80 °C
	2.7 kg/h
	2.2 kW
	16 l
	8 l
	80 kg
	940 x 600 x 740 mm

	HDS 551 C
	550 l/h
	140 bar
	80 °C
	2.7 kg/h
	3.2 kW
	16 l
	8 l
	84 kg
	940 x 600 x 740 mm

	HDS 558 C
	290-550 l/h
	30-140 bar
	140/80 °C
	3.0 kg/h
	3.2 kW
	16 l
	8 l
	84 kg
	940 x 600 x 740 mm

	HDS 558 C SX
	290-550 l/h
	30-140 bar
	140/80 °C
	3.0 kg/h
	3.2 kW
	16 l
	8 l
	94 kg
	940 x 600 x 740 mm

	HDS 655
	400-700 l/h
	30-100 bar
	140/80 °C
	4.3 kg/h
	3.2 kW
	25 l
	20 l
	130 kg
	1285 x 690 x 835 mm

	HDS 755
	350-700 l/h
	30-100 bar
	140/80 °C
	4.3 kg/h
	3.2 kW
	25 l
	20 l
	130 kg
	1285 x 690 x 835 mm


	




Hot water high-pressure cleaners three-phase units 400V 50Hz
	Typ
	Water- flowrate:
	Pump pressure:
	Max. temp.,
feed 12°C:
	Consumpt.
light fuel oil:
	Connected
load:
	Tank
capacity fuel:
	Tank capacity
detergent:
	Weight:
	Dimensions
LxWxH:

	HDS 695 S
	400-800 l/h
	30-150 bar
	140/80 °C
	4.3 kg/h
	6.4 kW
	25 l
	20 l
	117 kg
	1285 x 690 x 835 mm

	HDS 698 C
	300-650 l/h
	30-160 bar
	140/80 °C
	3.7 kg/h
	4.5 kW
	16 l
	8 l
	94 kg
	940 x 600 x 740 mm

	HDS 698 C SX
	300-650 l/h
	30-160 bar
	140/80 °C
	3.7 kg/h
	4.5 kW
	16 l
	8 l
	104 kg
	940 x 600 x 740 mm

	HDS 699
	350-700 l/h
	30-160 bar
	140/80 °C
	4.3 kg/h
	4.5 kW
	25 l
	20 l
	117 kg
	1285 x 690 x 835 mm

	HDS 795
	400-800 l/h
	30-150 bar
	140/80 °C
	4.3 kg/h
	6.0 kW
	25 l
	20 l
	117 kg
	1285 x 690 x 835 mm

	HDS 798 C
	350-750 l/h
	30-180 bar
	140/80 °C
	4.2 kg/h
	5.6 kW
	16 l
	8 l
	94 kg
	940 x 600 x 740 mm

	HDS 798 C SX
	350-750 l/h
	30-180 bar
	140/80 °C
	4.2 kg/h
	5.6 kW
	16 l
	8 l
	104 kg
	940 x 600 x 740 mm

	HDS 895
	400-900 l/h
	30-170 bar
	140/80 °C
	5.0 kg/h
	6.4 kW
	25 l
	20 l
	120 kg
	1285 x 690 x 835 mm

	HDS 895 S
	470-1000 l/h
	30-180 bar
	140/80 °C
	5.6 kg/h
	6.7 kW
	25 l
	20 l
	133 kg
	1285 x 690 x 835 mm

	HDS 995
	470-1000 l/h
	30-170 bar
	140/80 °C
	5.6 kg/h
	6.7 kW
	25 l
	20 l
	133 kg
	1285 x 690 x 835 mm

	HDS 1195
	600-1200 l/h
	30-180 bar
	140/80 °C
	6.5 kg/h
	8.2 kW
	25 l
	1x20 + 1x17 l
	155 kg
	1298 x 690 x 835 mm

	HDS 1295
	600-1200 l/h
	30-180 bar
	140/80 °C
	6.5 kg/h
	8.2 kW
	25 l
	1x20 + 1x17 l
	155 kg
	1298 x 690 x 835 mm

	HDS 2000 Super
	800-1800 l/h
	30-180 bar
	140/80 °C
	11.8 kg/h
	2x13.4 kW
	25 l
	2x25 l
	280 kg
	1500 x 834 x 1015 mm


	




Hot water high-pressure cleaners electrically heated units three-phase units 400V 50Hz
	Typ
	Water- flowrate:
	Pump pressure:
	Max. temp.,
feed 12°C:
	Consumpt.
light fuel oil:
	Connected
load:
	Tank
capacity
detergent:
	Weight:
	Dimensions
LxWxH:

	HDS 801 E
	300-750 l/h
	30-150 bar
	80/45 °C
	- kg/h
	5.6 + 24 kW
	1x20 +1x25 l
	100 kg
	1285 x 690 x 835 mm

	HDS 801 E
	300-750 l/h
	30-150 bar
	80/30 °C
	- kg/h
	5.6 + 12 kW
	1x20 +1x25 l
	100 kg
	1285 x 690 x 835 mm


	




Hot water high-pressure cleaners with internal combustion petrol engine
	Typ
	Water- flowrate:
	Pump pressure:
	Max. temp.,
feed 12°C:
	Consumpt.
light fuel oil:
	Engine Make:
	Tank
capacity fuel:
	Weight:
	Dimensions
LxWxH:

	HDS 801 B
	600 l/h
	140 bar
	80 °C
	3.7 kg/h
	4.0/5.5 Honda kW/hp
	21 l
	110 kg
	1168 x 862 x 767 mm

	HDS 1000 BE
	450-900 l/h
	60-210 bar
	140/80 °C
	5.6 kg/h
	9.75/13 Honda kW/hp
	30 l
	165 kg
	1130 x 750 x 855 mm


	




Hot water high-pressure cleaners with internal combustion Diesel engine
	Typ
	Water- flowrate:
	Pump pressure:
	Max. temp.,
feed 12°C:
	Consumpt.
light fuel oil:
	Engine Make:
	Tank
capacity fuel:
	Weight:
	Dimensions
LxWxH:

	HDS 1000 DE
	450-900 l/h
	60-180 bar
	140/80 °C
	5.6 kg/h
	6.6/9 Yanmar kW/hp
	30 l
	185 kg
	1130 x 750 x 855 mm


	


